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Specification: 

- Suitable for outdoor use (IP44 protection class)
- Switching via Z-Wave or local push-button
- Coloured LED signals switching status
- Integrated virtual consumption meter
- Supports encrypted communication
- Voltage measurement
- Energy consumption measurement

Article Dimensions (WxHxL): 59 x 114 x 92 mm
Package Dimensions (WxHxL): 60 x 123 x 125 mm
Article net weight: 0.152 Kg
Article gross weight: 0.232 Kg
EAN: 4251295700397
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For its smart home products POPP 
trusts Z-Wave technology. Z-Wave 
is the international leading standard 
for wireless communication between 
intelligent devices in homes and offices 
and thereby the basis for sucessful home 
automation.
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Device Type: ON/OFF Power Switch (Powered device)
Transmission protocol: Z-Wave
Transmission frequency: 868.4 or 869.8 MHz EU
Z-Wave Plus: yes
SmartStart: yes
Security: S2 unauthenticated
Repeater: yes
Beaming: yes
Firmware Version: 3.01
Z-Wave Version: 6.01
Transmission range: up to 30m
Certification-ID: ZC10-18026015
Z-Wave Product-ID: 0x0154.0x0003.0x000a
IP Class: IP44
Operating temperature: -10°C to +45°C
Humidity: 10 to 95%, no condensation
Storage temperature: -20°C to +60°C
Supported connector types: Type F
Max. Standby power: 0,8 W
Max. permissible load: 3500W
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